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Dimensions

Model: EKZ 130 - 58 

Phase: Three  

Power: 1.5 (kw) 

Sound: 60 dB (A) 

Frequency:  60 (Hz)

Voltage: 208 - 220 V / 440 - 460 V

Suction and discharge Ports: 1 - 1/4” NPT

Stage: Double

Weight: 18 (kg)

Air Flow: 130 (m3/h)

Vacuum: - 300 (mbar)

Pressure: 400 (mbar) 5.8 (Psi)
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Dimensions

Model: EKZ 175 - 32 

Phase: Three  

Power: 1.5 (kw) 

Sound: 64 dB (A) 

Frequency:  60 (Hz)

Voltage: 208 - 220 V / 440 - 460 V

Suction and discharge Ports: 1 - 1/2” NPT

Stage: Single

Weight: 16 (kg)

Air Flow: 175 (m3/h)

Vacuum: - 210 (mbar)

Pressure: 220 (mbar) 3.2 (Psi)
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Dimensions

Model: EKZ 180 - 61 

Phase: Three  

Power: 2.55 (kw) 

Sound: 69 dB (A) 

Frequency:  60 (Hz)

Voltage: 208 - 220 V / 440 - 460 V

Suction and discharge Ports: 1 - 1/2” NPT

Stage: Double

Weight: 27 (kg)

Air Flow: 180 (m3/h)

Vacuum: - 350 (mbar)

Pressure: 420 (mbar) 6.1 (Psi)
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Dimensions

Model: EKZ 195 - 122 

Phase: Three  

Power: 6.6 (kw) 

Sound: 72 dB (A) 

Frequency:  60 (Hz)

Voltage: 208 - 220 V / 440 - 460 V

Suction and discharge Ports: 1 - 1/4” NPT

Stage: Double

Weight: 65 (kg)

Air Flow: 195 (m3/h)

Vacuum: - 480 (mbar)

Pressure: 840 (mbar) 12.2 (Psi)
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Dimensions

Model: EKZ 200 - 151

Phase: Three  

Power: 8.6 (kw) 

Sound: 76 dB (A) 

Frequency:  60 (Hz)

Voltage: 220 - 275 V / 380 - 480 V

Suction and discharge Ports: 1 - 1/4” NPT

Stage: Three

Weight: 85 (kg)

Air Flow: 200 (m3/h)

Vacuum: - 700 (mbar)

Pressure: 1040 (mbar) 15.1 (Psi)
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Dimensions

Model: EKZ 255 - 42 

Phase: Three  

Power: 2.55 (kw) 

Sound: 70 dB (A) 

Frequency:  60 (Hz)

Voltage: 208 - 220 V / 440 - 460 V

Suction and discharge Ports: 2” NPT

Stage: Single

Weight: 25 (kg)

Air Flow: 255 (m3/h)

Vacuum: - 260 (mbar)

Pressure: 290 (mbar) 4.2 (Psi)
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Dimensions

Model: EKZ 275 - 70 

Phase: Three  

Power: 4.6 (kw) 

Sound: 74 dB (A) 

Frequency:  60 (Hz)

Voltage: 208 - 220 V / 440 - 460 V

Suction and discharge Ports: 2” NPT

Stage: Double

Weight: 43 (kg)

Air Flow: 275 (m3/h)

Vacuum: - 410 (mbar)

Pressure: 480 (mbar) 7 (Psi)
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Dimensions

Model: EKZ 315 - 33 

Phase: Three  

Power: 2.55 (kw) 

Sound: 71 dB (A) 

Frequency:  60 (Hz)

Voltage: 208 - 220 V / 440 - 460 V

Suction and discharge Ports: 2” NPT

Stage: Single

Weight: 27 (kg)

Air Flow: 315 (m3/h)

Vacuum: - 245 (mbar)

Pressure: 230 (mbar) 3.34 (Psi)
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Dimensions

Model: EKZ 376 - 33 

Phase: Three  

Power: 3.45 (kw) 

Sound: 72 dB (A) 

Frequency:  60 (Hz)

Voltage: 208 - 220 V / 440 - 460 V

Suction and discharge Ports: 2” NPT

Stage: Single

Weight: 34 (kg)

Air Flow: 376 (m3/h)

Vacuum: - 240 (mbar)

Pressure: 230 (mbar) 3.3 (Psi)
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Dimensions

Model: EKZ 385 - 96 

Phase: Three  

Power: 8.6 (kw) 

Sound: 76 dB (A) 

Frequency:  60 (Hz)

Voltage: 208 - 220 V / 440 - 460 V

Suction and discharge Ports: 2” NPT

Stage: Double

Weight: 77 (kg)

Air Flow: 385 (m3/h)

Vacuum: - 460 (mbar)

Pressure: 660 (mbar) 9.6 (Psi)
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Dimensions

Model: EKZ 620 - 58 

Phase: Three  

Power: 8.6 (kw) 

Sound: 74 dB (A) 

Frequency:  60 (Hz)

Voltage: 208 - 220 V / 440 - 460 V

Suction and discharge Ports: 2 - 1/2” NPT

Stage: Single

Weight: 66 (kg)

Air Flow: 620 (m3/h)

Vacuum: - 350 (mbar)

Pressure: 400 (mbar) 5.8 (Psi)
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Dimensions

Model: EKZ 620 - 87 

Phase: Three  

Power: 12.6 (kw) 

Sound: 78 dB (A) 

Frequency:  60 (Hz)

Voltage: 220 - 275 V / 380 - 480 V

Suction and discharge Ports: 2 - 1/2” NPT

Stage: Double

Weight: 104 (kg)

Air Flow: 620 (m3/h)

Vacuum: - 460 (mbar)

Pressure: 600 (mbar) 8.7 (Psi)
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Dimensions

Model: EKZ 620 - 108 

Phase: Three  

Power: 17.3 (kw) 

Sound: 78 dB (A) 

Frequency:  60 (Hz)

Voltage: 208 - 220 V / 440 - 460 V

Suction and discharge Ports: 2 - 1/2” NPT

Stage: Double

Weight: 120 (kg)

Air Flow: 620 (m3/h)

Vacuum: - 490 (mbar)

Pressure: 750 (mbar) 10.8 (Psi)
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Dimensions

Model: EKZ 1310 - 78 

Phase: Three  

Power: 29.0 (kw) 

Sound: 84 dB (A) 

Frequency:  60 (Hz)

Voltage: 208 - 220 V / 440 - 460 V

Suction and discharge Ports: 4” NPT

Stage: Double

Weight: 211 (kg)

Air Flow: 1310 (m3/h)

Vacuum: - 440 (mbar)

Pressure: 540 (mbar) 7.8 (Psi)
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APLICATIONS



EKKOPumps.com


